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SUMMARY

A chart In terms of nondimensional paresmeters is presented for the
theoretical critical stress in torsion of simply supported cylinders
stiffened by ldentical equally spaced rings of zero torsional stiffness.
The results are obtained by solving the equation of equilibrium by
means of the Galerkin method. Comparison of the theoretical results
with experimental results indicates that ring-stiffened cylinders
buckle, on the average, at a buckling stress about 15 percent below the
theoretical buckling stress.

INTRODUCTION

One of the problems that confronts the aircraft desligner i1s that
of predicting the strength of stiffened 'shell structures. The stress
conditiong to which such structures are subjected are shear arising
from trensverse loads or torsion and compression arising from longi-
tudinal loads or bendling. As an epproach to the general problem, the
case of sheer alone was chosen for investigation.

For unstiffened cylinders reference 1 shows empiricelly that the
buckling load in transverse shear is related to the buckling load in
torsion; therefore the present investigation was restrlicted to torsion
alone. Because the diagonal type of buckles that form in the walls of
an unstiffened cylinder in shear or torsion would be more effectively
resisted by circumferential stiffeners than by longitudinal stiffeners,
the particular problem of ring-stiffened cylinders in torsion was

chosen for study. The present report presents the theoretical and
experimental results of that study.
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SYMBOLS

stiffener spacing ( L )
n+ 1

-Integers

number of stiffener rings
radius of cylinder
thickness of cylinder skin

displacement of point on middle surface of cylinder in
radial direction, positive outward

axial coordinste
circumferentisl coordinate

elementsof—a determinsnt

flexurael stiffness of cylindér skin (———-E-t——) .
12(1 - u2)

Young's modulus
Polgson'’s ratioc

effective cross-sectional moment of inertis of
stiffener ring

length of cyllnder

curvature parameter <—-— \) 1l - p.z)

coefficients in deflection function

Tor 'tL2
criticel -shear -stress coefficient

1[2D

~

ratio of ring stiffness to plate stiffness (%%)
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[+
8(x - 1d) Dirac delta defined such that f £(x)8(x - id)ax = £(id)
-0
1if 1 1is equal to J;
513 Kronecker delta | 8i3 1s
O if 4 1s not equal to

n
snpq = 2 Z sin KiE sin ﬂig
n+ 14 n+1 n+1

A half weve length of buckles in cilircumferential direction
Ter critical shear stress
A= 3 . St N 3

x* xRy oyt
v-b inverse of V% defined by V'L"(V)'"W) =\7)+(V‘l"W) =V

RESULTS AND DISCUSSION

When the shear-stress coefficlent kg for a ring-stiffened
cylinder in torsion is known, the critical shear stress 7., cen be
found by the formuls

72D
Ter = X5 15,
i

where Tor 1s related to the total torque T by the formula

T =_-T_r
cr 2nrlt

Detalls for the theoretical solution for the critical-shear-stress
coefficient kg of a ring-stiffened cylinder in torsion are presented
in the eppendix. The equation of equilibrium of cylindrically curved
plates (references 2 and 3) was altered to include an additionel term
that represents the bending stiffness of the rings (reference L); the
equation was then solved by means of the Gelerkin method (reference 5)
for the buckling-stress coefficient kg. The equation of equillbrium
used epplies to a wide renge of curvature from the limlting case of a
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flat plate to a slender tube which mey buckle into as few as three
waves in the circumferential direction. The limiting case of a tube
buckling into two waves (buckling into an elliptical cross section) was
not considered since the equations glve unconservative results in this
range and the dimensions for such stiffened shell structures are not
ordinarily encountered in aircraft design.

The ring stiffeners are assumed to have no torsional stiffness
and to act along a line in the median surface of the plate. The
assumption of zero torsional stiffness usually applies with little
error when open-section stiffeners ere used. The assumption that the
stiffeners may be considered to act along a line is applicable when
the width of the attached flange i1s smell in comparison with the
stiffener spacing. The assumption thet the stiffenérs act at the median
surface of the plate 1s agpplicable when the attached stiffeners are
symetrically located with respect to the median surface—of the plate,
otherwise the assumption is conservetive.

Teble 1 gives calculated theoretical values for the critical-shear-
stress coefficient and the corresponding values of stiffness and wave-
length ratio for ring-stiffened cylinders. Figure 1 is based on the
calculated values given in table 1. The critical-shear-stress coeffi-
clent is given in flgure 1 as a function of the curvature perameter 2Z,
the number of rings, and the ratio of ring stiffness to the plate
stiffness . Figure 1 shows that, with Increasing ring stiffness, the
buckling stress of a ring-stiffened cylinder will . increese eppreclably
up to a limit that depends on the number of ring stiffeners present:
These upper limits are represented by the horizontal cut-off lines in
figure 1 and correspond to buckling with a node at the stiffeners.
Below the limiting values, the buckling-stress coefficient kg of a
cylinder with two or more rings 1s essentially independent of the
number of-rings present. The values of kg for 2Z = 0 are those
glven by reference 6 Por longitudinelly stiffened infinitely long flat
plates in shear. The values ofi kg for 7y = 0 are those glven by
reference 2 for unstiffened circuler cylinders in torsion.

For the experimental check on the theory, data on five cylinders
with enough different ring stiffeners to meke fifteen combinastlons were
obtained. The nominal cross-sectional dimensions of these stiffeners
are given 1n figure 2. The experimental results are glven in tzble 2
in terms of the parameters Z, 7, T.., and k . As indicated in the
table, data for four of the combinations obtalned from one cylinder are
taken from reference 7. Data are given 1n table 2 for eleven additional
combinations obtained from four additional cylindsrs, the results of
which heretofore have not been published.
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Comparison of the experimental and theoreticel results presented
in figure 3 reveals that the ring-stiffened cylinders buckled at a
stress about 15 percent below the thecretical values of buckling stress
presented in this report. In reference 2, a comparison between theo-
retical and experimentsl results indicated that simply supported
ungtiffened cylinders buckle at stresses averaging about 10 percent
below the theoretical criticel stress. Since this reduction, which is
based on a large number of tests on unstiffened cylinders, 1s of the
same order as the reduction indicated from experiments on ring-
stiffened cylinders, a reasonable conclusion is that ring-stiffened
cylinders in torsion buckle on the average about 15 percent below the
theoretical critical stress calculated by the present method.

CONCLUDING REMARKS

A cylinder in torslion can be appreclably strengthened by the use
of ring stiffeners, Up to certain limiting velues the buckling stress
coefflclent for a simply supported cylinder stiffened with two or more
identical equally spaced rings of zero torsional stiffness is inde-
pendent of the number of rings present and dependent only on the ratio
of the ring stiffness to the plate stiffness. Comparlison of the pre-
sent theoretical results wlth experimental results indicates that ring-
stiffened cylinders buckle, on the average, at & buckling stress about
15 percent below the theoretical buckling stress obtained by the present
method. Proper account should be taken of this difference if the
theoretical results are used for design purposes.

Lengley Aeronsuticel Laboratory
Natlonal Advisory Committee for Aeronautics
Langley Air Force Base, Va., September 1k, 1949
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APPENDIX
THEORETICAL SOLUTION

The -critical shear stress at which buckling occurs in a ring-
stiffened cylindrical shell may be found by solving the eqpation of
equilibrium.

Equation of equilibrium.- The equation of equilibrium of a ring-
stiffened cylinder_ in torsion with small radiel displacements is

Dvllv+ V-’-F.a_hVE+EI n'g—:{s(x-id)+awcrta—a-§l;=o (A1)

i=

in which x 1s in the axisl direction and y is in the circumferential
direction. Thls equation 1s the equation of reference 3 for torsion of
a cylinder with the third term added to represent the radial restoring
force due to the bending stiffness of the stiffemers. (See refer-

ence 4.) The stiffeners are assumed to act in the median surface of the
cylinder and to have no torslonal rigidity.

After division by D and introduction of the relations

_12 2
Z—'_;_E' l-n
y = Jerttf
8 72D
EI
7 = Da
equation (Al) becomes
b, , 1272 g-4 v Aty ﬁ Pw
7w L)"‘ ax +7d;- 8(x-—id)+2k 3;5;—0 (A2)

This equation of equilibrium may be solved by the Galerkin method
in a manner similar to that of references 3 and 5.
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Solution for simply supported cylinders with equally speced ring
stiffeners.- The solution in this case is given by the Infinite serles

m .
w = sin %F E:; am sin mgx + cos. 51 zij bm sin _i— (A3)
. m= m"l

in which the coefficients ap &and by are to be determined. When
this seriles is substituted in the equation of equilibrium, the Gelerkin
method ylelds the following two sets of equations to determine the
coefficients

EE Mp + B Efi Snpq 8q + Efi b ———:255 =0 A

[ (ak)
1%;Mp+ Zanpq_bg_ Zam—_?=0 (P=1:2:---j
where

n 1is the number of stiffeners

P+mis 0dd

Snpqg = +1 1f p - q¢ 1s & multiple of 2(n + 1)
=-1 if p + q 1s a multiple of 2(n + 1)

0 1f neither or both are true

These eqpations'are consgistent 1f |Aij|, the determinant of the
coefficients, venlshes

|ag3] =0 : (a5)



The determinantsl equation (A5) gives the criterion for buckling where the elements of the
determinant are .

B3y

g - -]g; MiByg + L by + (-1) ﬁyﬁ (A6)

where B8;3 1s the Kronecker delta. The last term of equation (A6) is zero unless 1 + 3 1s odd.

Sixth-order determinants for the cases n =1, 2, 3, and o« are given in the following.
The case n = 1 corresponds to one ring stiffener, the case n = 2 corresponds to two ring
gtiffeners, and so on. Thus,

n=1
1 xp3 2 - wp3y 4 83 6
RS TR A % T 5
2 Mo 6 10
3 kg "5 0 ol 0
T 6 1 %3 12 1By 2
& T R I S T
' | =0 (AT)
k3 0 12 My - 20 0
A5 T kg g [
B3y 10 _ xp3y .20 1 n%ﬁ 30
kg 2L 8 9 E;Qﬁj.b ) 1
6 2 30 Mg
B 0 3 0 1 5

TRET NI VOVN




Lo

21

_ By
8kg

_IL - nB3 6
= Es. %
T
}72_ o) %—
2+ B ‘%O‘ >
-2 L %7) 2
.
12 _ 3y 2
T K gy 3
%;Mh - %f’.‘. 0
- 390- -E:(M-,— + i%al>’ “3'1%
0 i’—i 13.; Mg, + E%él))

=0 (48)

=a (A9)
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. S =0 (A10)
14_5 o - % %(Mh+£%§l) -%0. 0
° -5 2% 3
£ o 35 o0 2 %Y

In addition to satisfying equation (A5) for given values of the curvature persmeter Z
and the relative-stiffness parameter 7, kg must be minimized wlth respect to the wave-length
parameter B. Thus equation (AS) is solved for kg for several values of B until the
minimm kg 1s obtained. Sixth-order determinante were used to obtain the results given in
teble 1. Thege results are plotted in figure 1. Values for Z = O (flat plate) were obtained
from reference 6.

The calculations showed that for cyliners with two or more ring stiffeners kg may be
obtained with sufficilent accuracy by solving equation (Al0) which applies for an infinite
mmber of stiffeners. Equation (A7) should be uwesed, however, in the case of one stiffener.

The values of the shear-stress coefficient kg derived in this appendix are to be used up
to limiting velues which depend on the number of ring stiffeners present. These limiting values
correspond to the buckling load of a simply supported cylinder having the same length as the
part of the cylinder contained between ring stiffeners.

01
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TABLE 1.- CRITICAL-SHEAR-STRESS COEFFICIENTS AND
CORRESPONDING VALUES OF STIFFNESS RATIO AND
WAVE-LENGTH RATIO FOR RING-STIFFENED
CYLINDERS IN TORSION
n=1 n=2
Z kg 7 B Z ks ¥ B
5 21 187.4 0.325 5 48 2958.8 0.14 .
15 k7.0 43 32 586.1 21
10 7.7 .648 15 27.67 .43
10 21. 53.4 .585 10 48 640.9 .265
17 20.9 T 32 133.0 .385
12 b7 .90 20 22.05 .59
30 26. 8.20 1.95 30 51 38.0 .90
21 2.87 1.55 %) 16.2 1.03
15 IpTte] 1.7% 25 3.18 1.35
102 L6 2.79 3.15 102 66 2.97 2.50
Lo 1.1% 2.90 ' 53 1.50 2.54
33 .36 2.85 Lo .551 2.75
103 216 .92 6.85 103 257 .650 6.00
190 .389 6.36 215 .335 6.00
170 .16 6.25 180 .138 6.10
104 1170 .608 | 12.75 10”“ 1400 L4925 | 12.50
1100 405 | 12.25 1200 2835 | 11.75
950 . .130 | 11.75 1000 1090 | 11.70
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TABLE 1,- CRITICAL-SHEAR-STRESS COEFFICIENTS AND
CORRESPONDING VALUES OF STIFFNESS RATTO AND
WAVE-LENGTH RATIO FOR RING-STIFFENED

CYLINDERS IN TORSION - Concluded

n=3
Z kg 4 B
102 100 6.7 2.0k
103 310 .Th 5,80
10k 1600 48 11.0
n—om
Z kg 7 B
5 85.2 86,900 0.078
55 15,100 .12
25 647.98 .26k
10 85.2 17,725 .15
55 3,15k .23
25 150.71L 485
30 85.2 649 .55
55 132.2 .8
30 17.1 1.2
102 100 25.3 2.0
80 13.38 2.25
45 2,50 2.57
103 320 3.07 5.5
260 ' 1.73 6.0
200 .71 6.0
10k 1600 1.87 11.0
1350 : 1.175 11.0
1100 541 11.4
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TABLE 2.~ EXPERIMENTAT, RESULTS GIVEN IN TERMS OF THE
PARAMETERS OF THE PRESENT THEORY
[Wominal dimensions of cylinders: L = 43 in.,

r =15 in., t = 0.032 in.; dimensions of ring
stiffeners are given in figure 2.

o
Cylinder N“??gzs°f Z ¥ (p:i) kg
ay 1 3490 79.2 3040 520

bo 3 3490 158.4 3880 665

c3 3 3490 61.2 3880 665

ay ¥ 3490 122.4 5790 991

5 1 3560 2.56 2710 476

6 3 3560 5.12 3310 582

7 1 3600 L,ok 2750 504

8 1 3600 1.2 2620 79

9 1 3600 58.4 2k20 i3

10 1 3670 61.3 3220 608

11 .1 3590 .059 2310 T

12 3 3590 .12 21470 L6

13 3 3590 1k.2 3960 T09
1k 3 3590 1.6k 3100 657

15 T 3590 3.27 4100 T60
8Cylinder 2, of reference T, NAA

bCyl:[nd.er 3a of reference 7.
CCylinder 3b of reference 7.
deylinder 4 of reference 7.
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Flgure 1.- Thecretical critical-strese coefficiente of a ripg-stiffened cylinder in torsion.
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Cylinder numbers
1,2

3,4

5,6

9,10

1,12

13

W"
14,15

Figure 2.- Nominal dimensions of ring stiffeners of cylinders tested.

(One-sided ring stiffeners are located on inside of cylinder.)
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R on one side o)
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Flgure 3.~ Comparlason of theoretical curves with experimental results for the critical gtress of
ring-stiffened cylinders in torsion.

T86T NI VOWN

+
=




